EXISTING PRESSURE
SWITCH TURNS WELL PUMP
ON AT 40 P.S.I. AND OFF
AT 60 P.S.I.

ONE WAY FLOW
CHECK VALVE

MANUAL VALVE TO
CONTROL FLOW RATE

TANK ACCESS

FLOW TO FAUCETS
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EXISTING BLADDER TANK NEW RE-PRESSURIZATION PUMP.
MAINTAINS PRESSURE ON VARIABLE FLOW RATE.
SYSTEM BUILT IN FLOAT CONTROL.
STARTS WHEN FAUCET OPENED
NEW STORAGE TANK. (DROP IN PIPE PRESSURE)
PREMIER PLASTICS INC. LEADER DIVERTRON PUMP.
MODEL RT375 (RTU450 US)
SIZE MAY VARY BASED ON
WELL FLOW RATE AND
HOUSEHOLD DEMAND DRAIN AND OVERFLOW WITH
-\ VISIBLE OUTLET
EXISTING WELL PUMP
NOTES:
- CONCEPT EXAMPLE FOR SINGLE FAMILY RESIDENTIAL.
- ACTUAL COMPONENTS AND PLUMBING MAY VARY.
- CONSULT A WELL WATER PROFESSIONAL.
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