PREMIER PLASTICS FLOUT® DOSING - FLOW COMPARISONS - GROUP 6

DISCHARGE PROFILE
FLT 175 Flout- Field 120 x 3/16 inch Holes. Total Opening Area 3.314 sq.ins.
3/2" Transport Pipe
10.5' Vertical Drop , 20° Slope
Avg. Flow Rate per Hole 0.57 US Gal. Squirt Height 22"
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DISCHARGE PROFILE
FLT 175 Flout- Field 120 x 3/16 inch Holes. Total Opening Area 3.314 sq.ins.
3/2" VENTED Transport Pipe
10.5' Vertical Drop , 20° Slope
Avg. Flow Rate per Hole 0.625 US Gal. Squirt Height 25"
%0
85
80
75 N\
0] \
|
65 N N
60
@55 \
5
250 \
2 \
24 \
S \
240
o
@
S 35 \
1\
30 ‘=
\
25
20 \
15 \
{
10 \
5
o \
0 20 40 60 80 100 120 140 160 180 200 220 240 260 280 300 320 340 360 380 400 420
TIME (SECS)
DISCHARGE PROFILE
FLT 175 Flout- Field 120 x 3/16 inch Holes. Total Opening Area 3.314 sq.ins.
3/2" PREFLOODED Transport Pipe
10.5' Vertical Drop , 20° Slope
Avg. Flow Rate per Hole 0.64 US Gal. Squirt Height 23"
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